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PICOPACK Co., Ltd
is a next-generation

digital X-ray component NEXT-GENERATION DIGITAL X-RAY

manufacturer.
Our digital X-ray generator COMPONENT MANUFACTURER
with carbon nano tube (CNT)

cold cathode technology For Medical, For Industrial, For Animal
presents another

level of reliability.

It will be the best solution
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Industrial Digital X-ray Generator Medical Digital Portable X-ray
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Digital Intra-Oral Sensor

- "Digital X-ray tube" ultra-fast On/Off switching
- Low radiation leakage

- High speed inspection (digital control)

- High quality X-ray image

- Small and lightweight

- The XDP-150, 350 series use CMOS image sensors
especially designed for X-ray imageing

- The XDP-150, 350 series can be provided
as a module, without housing and cable aseembly

- The XDP-150, 350 series are IPX8 waterproof.

- Customized intra-oral sensor housing designs

- Light portable X-ray generator ‘
- Fast charging time, long use #

- Constructing of CT imaging system using a multi X-ray tube
- Lower radiation dose, high quality X-ray images

- Short diagnostic time

“
are available upon request

Application : Quality test, Secondary cell

Tube Voltage

Current 1 Pulse Mode(0-500ms)
Operating F=========------ SoEEE
Range 1 Constant Mode (0-5s)

Maximum Output

Focal Spot (IEC:60336:2005)
Target Material

Target Angle

Focus-to-Object Distance(FOD)

Application : Se
Tube Voltage
Tube Current (Max)
Focal Spot (IEC:60336:2005)
Target Material
Target Angle
Exposure Time[Pulse]
Cooling Method

Housing Size

50 mA

0.1~1T mm
Tungsten
15°

05s
Insulating oil

Customizable

Tube Voltage

Tube Current (Max)
Focal Spot (IEC:60336:2005)
Target Material

Target Angle

Exposure Time[Pulse]
Cooling Method

Housing Size

2mA

0.4 mm
Tungsten
125©
0.01~1.0s

N/A

Customizable

ammography, Secondary cell

Tube Voltage

Tube Current (Max)
Focal Spot (IEC:60336:2005)
Target Material

Target Angle

Exposure Time[Pulse]
Cooling Method

Housing Size

40 KV

20 mA
0.3 mm
Tungsten
15°
~03s

Insulating oil

Customizable

Model

Product Type

Image Size

Number of
Effective pixels

- Pixel Pitch
Pixel Size

Interface

. Scintillator

XDP-F150 XDP-G150 XDP-F150A XDP-F150A

XDP-F350A XDP-F350A

Cable assembly
21.6 (H) X 30 (V) mm
ssoseries 1 6240 X 44 mm
150 Series E 1080 (H) X 1500 (V) pixels
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350 Series 1312 (H) X 1720 (V) pixels
20 um
20 X 20 pm
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